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Dial Type Series Model: DS1-LV2

Product Dimensions (mm) & Wiring Specification

Switching Differential Dip Switch Settings:

Supply

Rating

Installed Dimensions (L,H,D)

Weight

230VAC

3A

92 x 92 x mm

1 g

01

02

03

oC Switching, Switch 1 & 2 OFF
oC Switching, Switch 1 ON & 2 OFF
oC Switching, Switch 1 OFF & 2 ON

05-35 °C 

Flush 

N

Y

N

Y

N

N

N

Y

+/- 1.5°C

Temperature Range

Mounting Type

Set Back Function

Digital Display

Time Clock Override Switch

Dial Lock

Built In Sensor

Remote Air Sensing Mode

Floor Sensing Mode

Remote Probe Included

Built In Air & Floor

Adjustable Switching Differential

Accuracy

Heatmiser UK Ltd
1 - 5 Hurstwood Court, Mercer Way, 
Shadsworth Business Park, Blackburn, 
Lancashire. BB1 2QU, England 
Registered in England: 3747773

Wiring Detail

Remote Sensor

L

Model: DS1-L
Input:

Output:
230VAC 50/60Hz

Volt Free Switching
3A MAX

IP Rating: IP20

N A1 A2 RT- RT+

L

N

230V Supply

E

To boiler enable

Volt Free Switching Mode

LS

LR

Note: Fits standard 35mm depth back box




